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General description

The THD Anolift US box includes 10 procedure kits, each consisting of:
•	 1 disposable THD Slide kit in a sterile blister pack, for immediate use;
•	 1 disposable THD Doppler Probe in a sterile blister pack, for immediate use;
•	 1 pack of THD Suture (6 sutures each): resorbable surgical sutures (5/8 needle – 26.5 mm);
•	 1 pack of THD Block US (3 sutures each): resorbable surgical sutures with self-locking system, unidirectional 

with end-stop system (1/2 circle needle – 30 mm).

The THD Anolift US is a kit specifically designed for immediate use in the dearterialization and mucopexy procedure.

THD Slide is an anoscope designed to perform the THD procedure 
in the treatment of hemorrhoidal disease.

The body of the anoscope has two specific housings: the first 
for the fiber optic cable, to provide constant and stable lighting; 
the second for inserting the Doppler probe.

The shape of the anoscope is designed to stretch the walls of 
the anal cavity, optimizing contact between the Doppler probe 
and the mucosa for the identification of hemorrhoidal arteries. 
At the tip, there is a seat for the THD needle holder, which acts as 
a pivot point to penetrate the mucosa to the correct depth 
for ideal closure of the artery.

To facilitate the ligation and repositioning of the prolapse, a sliding mechanism has been designed that allows 
the upper part of the anoscope to be mobile; this improves the visible operating field during the procedure, 
achieving high safety standards.

THD Slide THD Doppler 
Probe THD Suture THD Block US

THD ANOLIFT US
PACKAGING
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Product configuration
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THD Slide (Sterile)
Contains 1 proctoscope with slide, 1 knot pusher, and 1 disposable needle holder

710004

 THD Doppler Probe (Single-use - Sterile) 800063

 THD Suture (6 sutures - Sterile) 880000

 THD Block US (3 sutures - Sterile) 880086

CODE

THD Revolution US 800139

THD Anolift US

Related devices

THD SLIDE

Internal dimensions 27x19 mm

External dimensions 33x23 mm

Operating length 100 mm

Operating window (variable) 30x10 mm minimum

Total length 172 mm

Handle length 105 mm
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