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The THD SensyProbe is an innovative disposable probe designed 
to be used in combination with the THD Anopress device in rectal 
manometry, a diagnostic technique for assessing the functionality of 
the anal sphincter complex. This device allows a precise and fast 
examination, useful in the evaluation of functional pathologies of 
the anus and rectum.
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General description

THD SENSYPROBE

Diameter 16 mm

Total probe length 165 mm

Active part length 50 mm

Power supply line length 1000 mm

Weight 33 g

Connection with THD Anopress Luer Lock type 1

Connection with THD SensyProbe Accessory Luer Lock type 2

The THD SensyProbe balloon is inflatable using 
the THD SensyProbe Accessory, a syringe equipped 
with a 3-way valve, which allows the volume of air 
in the balloon to be adjusted. 

In combination with THD Anopress, the THD SensyProbe can detect in real time the pressure exerted by anal 
sphincters during three specific phases of muscle activation:
•	 Resting: the pressure recorded when the sphincter muscles are at rest.
•	 Squeeze: the pressure during voluntary contraction of the external sphincter muscle.
•	 Strain: the pressure measured during exertion (simulation of evacuation).

In addition to measuring sphincter pressure, the THD SensyProbe offers a unique additional 
functionality: the assessment of rectal sensitivity and the rectoanal inhibitory reflex (RAIR). 
This function is made possible by an inflatable balloon placed at the end of the probe. 
Once inflated, the balloon makes it possible to analyse the rectum’s ability to perceive 
and respond to increasing volumes of distension. This test is essential for understanding the sensitivity threshold 
of the rectum and its reflex function, both of which are critical in diagnosing conditions such as constipation or 
faecal incontinence.
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Product configuration

CODE EMDN
PIECES PER 

PACK

THD SensyProbe 710010 G02060305 15

THD SensyProbe Accessory 750032 A0280 15

THD SensyProbe
Containing 15 units of code 710010 and 15 units of code 750032

800192 G02060305 15

CODE EMDN

THD Anopress 800140 Z120701

THD HRStation
con THD Procto Software 

800299 Z12020692

THD Digital Mobile
con THD Procto Software 

800306 Z12020692

THD SensyProbe

Associated devices

The THD SensyProbe is packed in a polyethylene pouch on the surface of which graphic 
instructions are printed. In the pouch, along with the probe, is a disposable Probe Card 
for activating the examination.

The THD SensyProbe has been developed to work exclusively with the THD Anopress device, a portable, high-
tech system for anorectal manometry. It needs no manual calibration by the operator, as the THD Anopress 
system automatically performs calibration at the start of each diagnostic procedure. This process eliminates 
the possibility of configuration errors and ensures that each measurement is accurate and repeatable.

The probe is equipped with an ergonomic handle, which facilitates its use by the physician, ensuring comfort 
and safety. In addition, the probe tip is atraumatic, i.e. it is contoured to minimise discomfort for the patient 
during introduction.

The shape and size of the probe are designed to reproduce the conditions of a normal digital rectal exploration. 
This ensures that the examination is performed effectively, with minimal discomfort for the patient.

THD SensyProbe is a Class IIA Medical Device
certified CE 0051 according to MDR 2017/745 and FDA Cleared
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REF. 800192

UK RESPONSIBLE PERSON – UKRP:
THD (UK) LTD

Unit 3, Great Western Business Park McKenzie Way,
Worcester WR4 9PT - Tel 01905 747 883
Fax 01905 330 295 - www.thdlab.co.uk

  THD S.p.A.
Via per Carpi 15/B, 42015, Correggio (RE), Italy
Tel +39 0522 634311 - www.thdlab.com

THD America Inc.
1731 SE Oralabor Road Ankeny, IA 50021
Ph 866 374 9442 Fax 813 626 0303 - www.thdlab.us


